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LED LIGHTING

Environment Friendly Light Source
LED lighting contains no toxic material which pollute our environment and led co2 emission rate is 1/7 of an incandescent light.

Athermancy and No IR or UV
LED lighting operates at less than 60c producing less heat than conventional sources. Less heat means more safety. LED lighting is IR and 
UV free and making it an excellent option to illuminating heat sensitive objects, such as clothing and art.

Incandescent Lamp
60W  Consumption power
12lm/W Efficiency
$ 7.6  Annual electricity cost ($)
1000hr.  Life span
*Electricity price $ 0.19/1kwh

Honeywell LED Bulb (as a replacement of 40W)
9.5 W  85% saved
85LM/W  7 times
$1.14  85% saved
25000hr.  25 times
*Running 1000hrs a year

What is LED?
A light-emitting diode (LED) is a two-lead semiconductor light source. It is a PN junction diode, which emits light when activated.

 Comparison of Incandescent Lamp vs Honeywell LED

Long Service Life
LED lights have a longer lifetime compared to conventional lighting. LED can last 15-20 years, which eliminates the need for frequent 
replacement.

Incandescent Lamp
GLS

Classic A 
60W

Lifetime: 1000 hrs

LED Lamp
A55/A60

A-type
Upto 9.5 W

Lifetime: 25000 hrs

Color Temperature Chart (Kelvin)
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LED LAMP

SPECIFICATIONS

FEATURES ROBUSTNESS

LIGHT ATTRIBUTES

BENEFITS
•  More Eco-valued, Perfect replacement 
 for general lighting 
•  No Flicker, Effectively protect your eyes
•  Light even distribution

ADVANTAGES
•  IC Driven design
•  Wider beam angle in ideal lamp shape

APPLICATION
•  Commercial, Residential, 
 General Illumination, Indoor Illumination 

Shape  LED Lamp
Cap/Fitting  E27
Dimmable  No
Type  A60
Voltage  220-240 V

Lifetime of Lamp  15000 hours
Number of Switch Cycle  40,000
Lumen Maintenance  0.7
Average Life (at 5 Hrs/Day)  8+ years

Light Output  806 lumen
Beam Angle  200 degree
Color Temperature  6500 K (DL) / 2700 K (WL)
Light Effective/Finish  Day Light / Warm White
Color Rendering Index (CRI)  80
Staring Time  Instant 60% light
Power Factor  >0.5
Lamp Current  73 mA

Lumen
806 lm

Power
9.5 W

15000 Hrs
Life

HW A806ST-Q1-DL / HW A806ST-Q1-WL

DIMENSION

RATED VALUES

Height  104 mm
Width  60 mm

Wattage  9.5 W
Rated Lumen Flux  806 lm
Wattage Equivalent  60 W
ESMA Rating  4 star
Certification  CE CB ROHS

Lighting
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LED P45 LAMP

Lighting

SPECIFICATIONS

FEATURES ROBUSTNESS

LIGHT ATTRIBUTES

BENEFITS
•  More Eco-valued, Perfect replacement 
 for general lighting 
•  No Flicker, Effectively protect your eyes
•  Light even distribution

ADVANTAGES
•  IC Driven design
•  Wider beam angle in ideal lamp shape

APPLICATION
•  Commercial, Residential, 
 General Illumination, Indoor Illumination 

Shape  LED Lamp
Cap/Fitting  E27
Dimmable  No
Type  P45
Voltage  220-240 V

Lifetime  15000 hours
Number of Switch Cycle  40,000
Lumen Maintenance  0.7
Average Life (at 5 Hrs/Day)  8+ years

Light Output  530 (DL) / 500 (WL) lumen
Beam Angle  200 degree
Color Temperature  6500 K (DL) / 2700 K (WL)
Light Effective/Finish  Day Light / Warm White
Color Rendering Index (CRI)  80
Staring Time  Instant 60% light
Power Factor  >0.5
Lamp Current  43 mA

Lumen
530 lm
500 lm

Power
5.5 W

15000 Hrs
Life

DIMENSION

Height  74 mm
Width  45 mm

HW P470ST-A1-DL / HW P470ST-A1-WL

RATED VALUES

Wattage  5.5 W
Rated Lumen Flux  530 (DL) / 500 (WL) lm
Wattage Equivalent  40 W
ESMA Rating  4 star
Certification  CE CB ROHS
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LED CANDLE LAMP

SPECIFICATIONS

FEATURES ROBUSTNESS

DIMENSION

RATED VALUES

LIGHT ATTRIBUTES

BENEFITS
•  Upto 80% energy saving
•  No Flicker, Effectively protect your eyes
•  Reliable quality

ADVANTAGES
•  IC Driven design
•  SMD LEDs cost saving solution
•  New heat dissipation design with 
 smaller size 

APPLICATION
•  Desktop, Crystal Chandelier, Bedrooms, 
 Restaurant etc.

Shape  LED Lamp
Cap/Fitting  E14
Dimmable  No
Type  B35
Voltage  220-240 V

Lifetime  15000 hours
Number of Switch Cycle  40,000
Lumen Maintenance  0.7
Average Life (at 5 Hrs/Day)  8+ years

Height  105 mm
Width  35 mm

Wattage  5.4 W
Rated Lumen Flux  500 (DL) / 470 (WL) lm
Wattage Equivalent  40 W
ESMA Rating  4 star
Certification  CE CB ROHS

Light Output  500 (DL) / 470 (WL) lumen
Beam Angle  240 degree
Color Temperature  6500 K (DL) / 2700 K (WL)
Light Effective/Finish  Day Light / Warm White
Color Rendering Index (CRI)  80
Staring Time  Instant 60% light
Power Factor  >0.5
Lamp Current  44 mA

Lumen
530 lm
470 lm

Power
5.4 W

15000 Hrs
Life

Lighting HW C470ST-B1-DL / HW C470ST-B1-WL
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LED SPOT LAMP

SPECIFICATIONS

FEATURES ROBUSTNESS

DIMENSION

RATED VALUES

LIGHT ATTRIBUTES

BENEFITS
•  Broad transformers compatibility
•  More Eco-Valued
•  Lower maintenance cost

ADVANTAGES
•  IC Driven design
•  Excellent optical Cob design 

APPLICATION
•  Commercial, Residential, Hospitals, 
 Retail Shops etc. 

Shape  LED Lamp
Cap/Fitting  GU5.3
Dimmable  No
Type  MR16
Voltage  12 V

Lifetime 15000 hours
Number of Switch Cycle  40,000
Lumen Maintenance  0.7
Average Life (at 5 Hrs/Day)  8+ years

Height  45 mm
Width  50 mm

Wattage  6 W
Rated Lumen Flux  480 (DL) / 450 (WL) lm
Wattage Equivalent  40 W
Certification  CE ROHS

Light Output  480 (DL) / 450 (WL) lumen
Beam Angle  36 degree
Color Temperature  6500 K (DL) / 2700 K (WL)
Light Effective/Finish  Day Light / Warm White
Color Rendering Index (CRI)  80
Staring Time  Instant 60% light
Lamp Current  746 mA

Lumen
480 lm
450 lm

Power
6 W

15000 Hrs
Life

Lighting HW M450ST-W1-DL-GU5.3 / HW M450ST-W1-WL-GU5.3
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LED SPOT LAMP

SPECIFICATIONS

FEATURES ROBUSTNESS

DIMENSION

RATED VALUES

LIGHT ATTRIBUTES

BENEFITS
•  Eco friendly, project replacement of 
 general lighting
•  Compatible to all luminaries 
•  Easy to install
•  Extra long time, Reduces the hassle for 
 permanent replacement  

ADVANTAGES
•   IC Driven design
•   S shaped, IEC standard size

APPLICATION
•  Commercial, Residential, Hospitals, 
 Retail Shops etc. 

Shape  LED Lamp
Cap/Fitting  GU10
Dimmable  No
Type  PAR16
Voltage  100-240 V

Lifetime 15000 hours
Number of Switch Cycle  40,000
Lumen Maintenance  0.7
Average Life (at 5 Hrs/Day)  8+ years

Height  54 mm
Width  50 mm

Wattage  5.8 W
Rated Lumen Flux  470 (DL) / 440 (WL) lm
Wattage Equivalent  60 W
Certification  ROHS

Light Output  470 (DL) / 440 (WL) lumen
Beam Angle  36 degree
Color Temperature  6500 K (DL) / 2700 K (WL)
Light Effective/Finish  Day Light / Warm White
Color Rendering Index (CRI)  80
Staring Time  Instant 60% light
Power Factor  >0.45
Lamp Current  56 mA

Lumen
470 lm
440 lm

Power
5.8 W

15000 Hrs
Life

HW M450ST-W1-DL-GU10 / HW M450ST-W1-WL-GU10Lighting
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DIMMABLE LED SPOT LAMP

SPECIFICATIONS

FEATURES ROBUSTNESS

DIMENSION

RATED VALUES

LIGHT ATTRIBUTES

BENEFITS
•  Eco friendly, project replacement of 
 general lighting
•  Compatible to all luminaries 
•  Easy to install
•  Extra long time, Reduces the hassle for 
 permanent replacement  

ADVANTAGES
•   IC Driven design
•   S shaped, IEC standard size

APPLICATION
•  Commercial, Residential, Hospitals, 
 Retail Shops etc. 

Shape  LED Lamp
Cap/Fitting  GU10
Dimmable  Yes
Type  PAR16
Voltage  220-240 V

Lifetime 15000 hours
Number of Switch Cycle  40,000
Lumen Maintenance  0.7
Average Life (at 5 Hrs/Day)  8+ years

Height  54 mm
Width  50 mm

Wattage  6 W
Rated Lumen Flux  500 (DL) / 460 (WL) lm
Wattage Equivalent  60 W
Certification  CE ROHS

Light Output  500 (DL) / 460 (WL) lumen
Beam Angle  36 degree
Color Temperature  6500 K (DL) / 2700 K (WL)
Light Effective/Finish  Day Light / Warm White
Color Rendering Index (CRI)  80
Staring Time  Instant 60% light
Power Factor  >0.45
Lamp Current  30 mA

Lumen
500 lm
460 lm

Power
6 W

15000 Hrs
Life

Lighting HW M450ST-W1D-DL-GU10 / HW M450ST-W1D-WL-GU10
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LED PLASTIC TUBE -2'

SPECIFICATIONS

FEATURES ROBUSTNESS

DIMENSION

RATED VALUES

LIGHT ATTRIBUTES

BENEFITS
•  New Nano Plastic Technology
•  Protection against glass broken and 
 electric shock
•  Similar appearance to traditional tube

ADVANTAGES
•  Glass tube with protect film
•  Even light output

APPLICATION
•  Commercial, Residential, Office, 
 Parking lot etc.

Shape  Plastic Tube
Cap/Fitting  GU13
Dimmable  No
Type  T8 TUBE
Voltage  100-240 V

Lifetime  25000 hours
Number of Switch Cycle  25,000
Lumen Maintenance  0.7
Average Life (at 5 Hrs/Day)  13+ years

Height  589.8 mm
Width  28 mm

Wattage  9 W
Rated Lumen Flux  800 (DL) / 720 (WL) lm
Wattage Equivalent  18 W
Certification  ROHS

Light Output  800 (DL) / 720 (WL) lumen
Beam Angle  210 degree
Color Temperature  6500 K (DL) / 3000 K (WL)
Light Effective/Finish  Day Light / Warm White
Color Rendering Index (CRI)  70
Staring Time  Instant 60% light
Power Factor  >0.5
Lamp Current  79 mA

Lumen
800 lm
720 lm

Power
9 W

25000 Hrs
Life

Lighting HW LT800SP-A2-DL / HW LT800SP-A2-WL
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LED PLASTIC TUBE -4'

SPECIFICATIONS

FEATURES ROBUSTNESS

 DIMENSION

RATED VALUES

LIGHT ATTRIBUTES

BENEFITS
•  New Nano Plastic Technology
•  Protection against glass broken and 
 electric shock
•  Similar appearance to traditional tube

ADVANTAGES
•  Glass tube with protect film
•  Even light output

APPLICATION
•  Commercial, Residential, Office, 
 Parking lot etc.

Shape  Plastic Tube
Cap/Fitting  GU13
Dimmable  No
Type  T8 TUBE
Voltage  100-240 V

Lifetime 15000 hours
Number of Switch Cycle  20,000
Lumen Maintenance  0.7
Average Life (at 5 Hrs/Day)  13+ years

Height  1199.4 mm
Width  28 mm

Wattage  18 W
Rated Lumen Flux  1650(DL) / 1500 (WL) lm
Wattage Equivalent  36 W
Certification  ROHS

Light Output  1650(DL) / 1500 (WL) lumen
Beam Angle  210 degree
Color Temperature  6500 K (DL) / 3000 K (WL)
Light Effective/Finish  Day Light / Warm White
Color Rendering Index (CRI)  70
Staring Time  Instant 60% light
Power Factor  >0.5
Lamp Current  163 mA

Lumen
1650 lm)
1500 lm

Power
18 W

25000 Hrs
Life

Lighting HW LT1600SP-A2-DL / HW LT1600SP-A2-WL
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SLIM PANEL LIGHT - 4''

SPECIFICATIONS

FEATURES ROBUSTNESS

DIMENSION

RATED VALUES

LIGHT ATTRIBUTES

BENEFITS
•  Ultra-slim light design
•  Nice and consistent lighting colour with 
 even light distribution
•  Quick and easy installation

ADVANTAGES
•  Two spring options to match different
 installation cut-outs
•   High colour reducing index

APPLICATION
•  Restaurant, Offices, Commercial 
 Hospitals etc. 

Shape   Round
Cut-out  100mm
IP Rated  20
Type  Slim Panel Light
Voltage  100-240 V

Lifetime 25000 hours
Number of Switch Cycle  12,500
Lumen Maintenance  0.9
Average Life (at 5 Hrs/Day)  13 years

Height  19 mm
Width  115 mm

Wattage  6.5 W
Rated Lumen Flux  350 (DL) / 320 (WL) lm
ESMA  Approved Yes 
Certification  CE CB ROHS

Light Output  350 (DL) / 320 (WL) lumen
Beam Angle  112 degree
Color Temperature  6500 K (DL) / 3000 K (WL)
Light Effective/Finish  Day Light / Warm White
Color Rendering Index (CRI)  80
Staring Time  Instant light
Power Factor  >0.7
Lamp Current  30 mA

Lumen
350 lm
320 lm

Power
6.5 W

25000 Hrs
Life

HW-JA2-R-07DL / HW-JA2-R-07WWLighting
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SLIM PANEL LIGHT - 6''
BENEFITS
•  Ultra-slim light design
•  Nice and consistent lighting colour with 
 even light distribution
•  Quick and easy installation

ADVANTAGES
•  Two spring options to match different
 installation cut-outs
•   High colour reducing index

APPLICATION
•  Restaurant, Offices, Commercial 
 Hospitals etc. 

Lumen
800 lm
720 lm

Power
12 W

25000 Hrs
Life

HW-JA2-R-12DL / HW-JA2-R-12WWLighting
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SPECIFICATIONS

FEATURES ROBUSTNESS

DIMENSION

RATED VALUES

LIGHT ATTRIBUTES

Shape   Round
Cut-out  150mm
IP Rated  20
Type  Slim Panel Light
Voltage  100-240 V

Lifetime  25000 hours
Number of Switch Cycle  12,500
Lumen Maintenance  0.9
Average Life (at 5 Hrs/Day)  13 years

Height  19 mm
Width  165 mm

Wattage  12 W
Rated Lumen Flux  800 (DL) / 720 (WL) lm
ESMA  Approved Yes 
Certification  CE CB ROHS

Light Output  800 (DL) / 720 (WL) lumen
Beam Angle  112 degree
Color Temperature  6500 K (DL) / 3000 K (WL)
Light Effective/Finish  Day Light / Warm White
Color Rendering Index (CRI)  80
Staring Time  Instant light
Power Factor  >0.7
Lamp Current  60 mA

MEASUREMENT

LIGHT CURVE DIAGRAM
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SLIM PANEL LIGHT - 8''
BENEFITS
•  Ultra-slim light design
•  Nice and consistent lighting colour with 
 even light distribution
•  Quick and easy installation

ADVANTAGES
•  Two spring options to match different
 installation cut-outs
•   High colour reducing index

APPLICATION
•  Restaurant, Offices, Commercial 
 Hospitals etc. 

Lumen
1300 lm
1200 lm

Power
18 W

25000 Hrs
Life

HW-JA2-R-18DL / HW-JA2-R-18WWLighting
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SPECIFICATIONS

FEATURES ROBUSTNESS

DIMENSION

RATED VALUES

LIGHT ATTRIBUTES

Shape   Round
Cut-out  200mm
IP Rated  20
Type  Slim Panel Light
Voltage  100-240 V

Lifetime 25000 hours
Number of Switch Cycle  12,500
Lumen Maintenance  0.9
Average Life (at 5 Hrs/Day)  13 years

Height  19 mm
Width  215 mm

Wattage  18 W
Rated Lumen Flux  1300 (DL) / 1200 (WL) lm
ESMA  Approved Yes 
Certification  CE CB ROHS

Light Output  1300 (DL) / 1200 (WL) lumen
Beam Angle  112 degree
Color Temperature  6500 K (DL) / 3000 K (WL)
Light Effective/Finish  Day Light / Warm White
Color Rendering Index (CRI)  80
Staring Time  Instant light
Power Factor  >0.7
Lamp Current  90 mA

MEASUREMENT

LIGHT CURVE DIAGRAM
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SLIM PANEL LIGHT - 4''
BENEFITS
•  Ultra-slim light design
•  Nice and consistent lighting colour with 
 even light distribution
•  Quick and easy installation

ADVANTAGES
•  Two spring options to match different
 installation cut-outs
•   High colour reducing index

APPLICATION
•  Restaurant, Offices, Commercial 
 Hospitals etc. 

Lumen
350 lm
320 lm

Power
6.5 W

25000 Hrs
Life

HW-JA2-S-07DL / HW-JA2-S-07WWLighting
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SPECIFICATIONS

FEATURES ROBUSTNESS

DIMENSION

RATED VALUES

LIGHT ATTRIBUTES

Shape   Square
Cut-out  100mm
IP Rated  20
Type  Slim Panel Light
Voltage  100-240 V

Lifetime 25000 hours
Number of Switch Cycle  12,500
Lumen Maintenance  0.9
Average Life (at 5 Hrs/Day)  13 years

Height  19 mm
Width  115 mm

Wattage  6.5 W
Rated Lumen Flux  350 (DL) / 320 (WL) lm
ESMA  Approved Yes 
Certification  CE CB ROHS

Light Output  350 (DL) / 320 (WL) lumen
Beam Angle  112 degree
Color Temperature  6500 K (DL) / 3000 K (WL)
Light Effective/Finish  Day Light / Warm White
Color Rendering Index (CRI)  80
Staring Time  Instant light
Power Factor  >0.7
Lamp Current  30 mA

MEASUREMENT

LIGHT CURVE DIAGRAM
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SLIM PANEL LIGHT - 6'' BENEFITS
•  Ultra-slim light design
•  Nice and consistent lighting colour with 
 even light distribution
•  Quick and easy installation

ADVANTAGES
•  Two spring options to match different
 installation cut-outs
•   High colour reducing index

APPLICATION
•  Restaurant, Offices, Commercial 
 Hospitals etc. 

Lumen
800 lm
720 lm

Power
12 W

25000 Hrs
Life

HW-JA2-S-12DL / HW-JA2-S-12WWLighting
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SPECIFICATIONS

FEATURES ROBUSTNESS

DIMENSION

RATED VALUES

LIGHT ATTRIBUTES

Shape   Square
Cut-out  150mm
IP Rated  20
Type  Slim Panel Light
Voltage  100-240 V

Lifetime   25000 hours
Number of Switch Cycle  12,500
Lumen Maintenance  0.9
Average Life (at 5 Hrs/Day)  13 years

Height  19 mm
Width  165 mm

Wattage  12 W
Rated Lumen Flux  800 (DL) / 720 (WL) lm
ESMA  Approved Yes 
Certification  CE CB ROHS

Light Output  800 (DL) / 720 (WL) lumen
Beam Angle  112 degree
Color Temperature  6500 K (DL) / 3000 K (WL)
Light Effective/Finish  Day Light / Warm White
Color Rendering Index (CRI)  80
Staring Time  Instant light
Power Factor  >0.7
Lamp Current  60 mA

MEASUREMENT

LIGHT CURVE DIAGRAM
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SLIM PANEL LIGHT - 8'' BENEFITS
•  Ultra-slim light design
•  Nice and consistent lighting colour with 
 even light distribution
•  Quick and easy installation

ADVANTAGES
•  Two spring options to match different
 installation cut-outs
•   High colour reducing index

APPLICATION
•  Restaurant, Offices, Commercial 
 Hospitals etc. 

Lumen
1300 lm
1200 lm

Power
18 W

25000 Hrs
Life

HW-JA2-S-18DL / HW-JA2-S-18WWLighting
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SPECIFICATIONS

FEATURES ROBUSTNESS

DIMENSION

RATED VALUES

LIGHT ATTRIBUTES

Shape   Square
Cut-out  200mm
IP Rated  20
Type  Slim Panel Light
Voltage  100-240 V

Lifetime  25000 hours
Number of Switch Cycle  12,500
Lumen Maintenance  0.9
Average Life (at 5 Hrs/Day)  13 years

Height  19 mm
Width  215 mm

Wattage  18 W
Rated Lumen Flux  1300 (DL) / 1200 (WL) lm
ESMA  Approved Yes 
Certification  CE CB ROHS

Light Output  1300 (DL) / 1200 (WL) lumen
Beam Angle  112 degree
Color Temperature  6500 K (DL) / 3000 K (WL)
Light Effective/Finish  Day Light / Warm White
Color Rendering Index (CRI)  80
Staring Time  Instant light
Power Factor  >0.7
Lamp Current  90 mA

MEASUREMENT

LIGHT CURVE DIAGRAM
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LED Downlight - 4'' BENEFITS
•  Die cast aluminum design for excellent 
 heat dissipation
•  Designed for anti-glare and comfortable
 lighting
•  Easy installation with terminal connector

ADVANTAGES
•   High efficacy
•  Rated product can be also used for 
 outdoor applications

APPLICATION
•  Commercial, Restaurant, Offices, 
 Hospitals, Shopping Mall etc. 

Lumen
800 lm
800 lm

Power
11 W

25000 Hrs
Life

HW-Afa-11DL / HW-Afa-11WWLighting
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SPECIFICATIONS

FEATURES ROBUSTNESS

DIMENSION

RATED VALUES

LIGHT ATTRIBUTES

Shape   Round
Cut-out  100mm
IP Rated  44
Type  LED Down Light
Voltage  220-240 V

Lifetime  25000 hours
Number of Switch Cycle  12,500
Lumen Maintenance  0.9
Average Life (at 5 Hrs/Day)  13 years

Height  50mm
Width  120 mm

Wattage  11 W
Rated Lumen Flux  800 (DL) / 800 (WL) lm
ESMA  Approved Yes 
Certification  CE CB ROHS

Light Output  800 (DL) / 800 (WL) lumen
Beam Angle  112 degree
Color Temperature  6500 K (DL) / 3000 K (WL)
Light Effective/Finish  Day Light / Warm White
Color Rendering Index (CRI)  80
Staring Time  Instant light
Power Factor  >0.7
Lamp Current  50mA

MEASUREMENT

LIGHT CURVE DIAGRAM
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LED Downlight - 6'' BENEFITS
•  Die cast aluminum design for excellent 
 heat dissipation
•  Designed for anti-glare and comfortable
 lighting
•  Easy installation with terminal connector

ADVANTAGES
•   High efficacy
•  Rated product can be also used for 
 outdoor applications

APPLICATION
•  Commercial, Restaurant, Offices, 
 Hospitals, Shopping Mall etc. 

Lumen
2000 lm
1900 lm

Power
25 W

25000 Hrs
Life

HW-Afa-25DL / HW-Afa-25WWLighting
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SPECIFICATIONS

FEATURES ROBUSTNESS

DIMENSION

RATED VALUES

LIGHT ATTRIBUTES

Shape   Round
Cut-out  150mm
IP Rated  44
Type  LED Down Light
Voltage  220-240 V

Lifetime  25000 hours
Number of Switch Cycle  12,500
Lumen Maintenance  0.9
Average Life (at 5 Hrs/Day)  13 years

Height  54 mm
Width  170 mm

Wattage  25 W
Rated Lumen Flux  350 (DL) / 320 (WL) lm
ESMA  Approved Yes 
Certification  CE CB ROHS

Light Output  2000 (DL) / 1900 (WL) lumen
Beam Angle  112 degree
Color Temperature  6500 K (DL) / 3000 K (WL)
Light Effective/Finish  Day Light / Warm White
Color Rendering Index (CRI)  80
Staring Time  Instant light
Power Factor  >0.7
Lamp Current  113 mA

MEASUREMENT

LIGHT CURVE DIAGRAM
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LED Downlight - 8'' BENEFITS
•  Die cast aluminum design for excellent 
 heat dissipation
•  Designed for anti-glare and comfortable
 lighting
•  Easy installation with terminal connector

ADVANTAGES
•   High efficacy
•  Rated product can be also used for 
 outdoor applications

APPLICATION
•  Commercial, Restaurant, Offices, 
 Hospitals, Shopping Mall etc. 

Lumen
3300 lm

Power
38 W

25000 Hrs
Life

HW-Afa-38DLLighting
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SPECIFICATIONS

FEATURES ROBUSTNESS

DIMENSION

RATED VALUES

LIGHT ATTRIBUTES

Shape   Round
Cut-out  200mm
IP Rated  44
Type  LED Down Light
Voltage  220-240 V

Lifetime 25000 hours
Number of Switch Cycle  12,500
Lumen Maintenance  0.9
Average Life (at 5 Hrs/Day)  13 years

Height  68 mm
Width  220 mm

Wattage  38 W
Rated Lumen Flux  3300 lm
ESMA  Approved Yes 
Certification  CE CB ROHS

Light Output  3300 (DL
Beam Angle  112 degree
Color Temperature  6500 K
Light Effective/Finish  Day Light
Color Rendering Index (CRI)  80
Staring Time  Instant light
Power Factor  >0.7
Lamp Current  173 mA

MEASUREMENT

LIGHT CURVE DIAGRAM
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PANEL LIGHT  
 

BENEFITS
•  Cost effective solution reducing energy 
 consumption
•  Anti glare with consistent lighting colour
•  Ultra slim & light weight design for 
 easy installation

ADVANTAGES
•  Aluminum housing for good heat 
 dissipation
•  Edge lit, smooth & even light distribution

APPLICATION
•  Commercial, Restaurant, Offices, 
 Hospitals, Shopping Mall etc.

Lumen
4500 lm

Power
50 W

25000 Hrs
Life

HW-M6-50DLLighting
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SPECIFICATIONS

FEATURES ROBUSTNESS

DIMENSION

RATED VALUES

LIGHT ATTRIBUTES

Shape   Square
Cut-out  100mm
IP Rated  20
Type  Panel Light
Voltage  100-240 V

Lifetime  25000 hours
Number of Switch Cycle  12,500
Lumen Maintenance  0.9
Average Life (at 5 Hrs/Day)  13 years

Height  10 mm
Width  595 mm

Wattage  50 W
Rated Lumen Flux  4500 lm
ESMA  Approved Yes 
Certification  CE CB ROHS

Light Output  4500 lumen
Beam Angle  110 degree
Color Temperature  6500 K
Light Effective/Finish  Day Light
Color Rendering Index (CRI)  80
Staring Time  Instant light
Power Factor  >0.9
Lamp Current  225 mA

MEASUREMENT

LIGHT CURVE DIAGRAM
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PANEL LIGHT  
 

BENEFITS
•  Cost effective solution reducing energy 
 consumption
•  Anti glare with consistent lighting colour
•  Ultra slim & light weight design for 
 easy installation

ADVANTAGES
•  Aluminum housing for good heat 
 dissipation
•  Edge lit, smooth & even light distribution

APPLICATION
•  Commercial, Restaurant, Offices, 
 Hospitals, Shopping Mall etc.

Lumen
3000 lm

Power
38 W

25000 Hrs
Life

HW-M6-38DLLighting
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SPECIFICATIONS

FEATURES ROBUSTNESS

DIMENSION

RATED VALUES

LIGHT ATTRIBUTES

Shape   Square
Cut-out  100mm
IP Rated  20
Type  Panel Light
Voltage  100-240 V

Lifetime  25000 hours
Number of Switch Cycle  12,500
Lumen Maintenance  0.9
Average Life (at 5 Hrs/Day)  13 years

Height  10 mm
Width  595 mm

Wattage  38 W
Rated Lumen Flux  3000 lm
ESMA  Approved Yes 
Certification  CE CB ROHS

Light Output  3000 lumen
Beam Angle  110 degree
Color Temperature  6500 K
Light Effective/Finish  Day Light
Color Rendering Index (CRI)  80
Staring Time  Instant light
Power Factor  >0.9
Lamp Current  168 mA

MEASUREMENT

LIGHT CURVE DIAGRAM
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SLIM SURFACE LIGHT - 8'' BENEFITS
•  Modern design for surface ceiling  
 applications
•  Consistent light output for even 
 light distribution
•  Flexible and easy installation

ADVANTAGES
•   Aluminum housing for good heat 
    dissipation
•   High colour reducing index

APPLICATION
•  Commercial, Restaurant, Hotel, 
 Shopping Mall etc. 

Lighting HW-JA2-RM-18DL / HW-JA2-RM-18WW

Lumen
1300 lm
1200 lm

Power
18 W

25000 Hrs
Life
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SPECIFICATIONS

FEATURES ROBUSTNESS

DIMENSION

RATED VALUES

LIGHT ATTRIBUTES

Shape   Round
Cut-out  200mm
IP Rated  20
Type  Slim Surface Light
Voltage  100-240 V

Lifetime  25000 hours
Number of Switch Cycle  12,500
Lumen Maintenance  0.9
Average Life (at 5 Hrs/Day)  13 years

Height  35 mm
Width  215 mm

Wattage  6.5 W
Rated Lumen Flux  350 (DL) / 320 (WL) lm
ESMA  Approved Yes 
Certification  CE CB ROHS

Light Output  1300 (DL) / 1200 (WL) lumen
Beam Angle  112 degree
Color Temperature  6500 K (DL) / 3000 K (WL)
Light Effective/Finish  Day Light / Warm White
Color Rendering Index (CRI)  80
Staring Time  Instant light
Power Factor  >0.7
Lamp Current  90 mA

MEASUREMENT

LIGHT CURVE DIAGRAM
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SLIM SURFACE LIGHT - 8'' BENEFITS
•  Modern design for surface ceiling    
 applications
•  Consistent light output for even 
 light distribution
•  Flexible and easy installation

ADVANTAGES
•   Aluminum housing for good heat 
 dissipation
•   High colour reducing index

APPLICATION
•  Commercial, Restaurant, Hotel, 
 Shopping Mall etc. 

Lighting HW-JA2-RM-18DL / HW-JA2-RM-18WW

Lumen
1300 lm
1200 lm

Power
18 W

25000 Hrs
Life
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SPECIFICATIONS

FEATURES ROBUSTNESS

DIMENSION

RATED VALUES

LIGHT ATTRIBUTES

Shape   Square
Cut-out  200mm
IP Rated  20
Type  Slim Surface Light
Voltage  100-240 V

Lifetime  25000 hours
Number of Switch Cycle  12,500
Lumen Maintenance  0.9
Average Life (at 5 Hrs/Day)  13 years

Height  35 mm
Width  215 mm

Wattage  18 W
Rated Lumen Flux  350 (DL) / 320 (WL) lm
ESMA  Approved Yes 
Certification  CE CB ROHS

Light Output  1300 (DL) / 1200 (WL) lumen
Beam Angle  112 degree
Color Temperature  6500 K (DL) / 3000 K (WL)
Light Effective/Finish  Day Light / Warm White
Color Rendering Index (CRI)  80
Staring Time  Instant light
Power Factor  >0.7
Lamp Current  90 mA

MEASUREMENT

LIGHT CURVE DIAGRAM
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MAFCO FZE 
P.O. Box: 17397, Jebel Ali Freezone
Dubai, UAE. Tel: +971 4 8873336
Website: www.honeywell-ledlighting.com 
Email: info@mafco.me

LED Lighting

The Honeywell Trademark is used under license from Honeywell International Inc.
Honeywell International Inc. makes no representations or warranties with respect to these products.


